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Established in the year, 1978, we, 'Sajan Overseas Private Limited',- ISO 9001 :2008 Certified 
Company started our business with manufacturing reactive & Pigment dyes and today we have 
gained eminence in manufacturing and exporting a wide gamut of Metallic Salts like 
Tungsten Salts, Molybdenum Salts, Selenium Salts, Palladium Salts, Vanadium Salts, 
Bismuth Salts. These products are processed under the quality bound process, as per the 
international standards. Moreover, we specialize in offering products that are formulated as per 
the choice & specifications of our valued clients'.

Our factory area is covered in 4000 Square Meter. We are also planning to start our new plant in 
Dahej in Bharuch District of Gujarat in nearest Future.

Our entire range is stored in a well-facilitated warehousing unit, which is located within our 
premises. Further, we make use of tamper-proof packaging material to pack our entire range. 
This facilitates us to keep our entire range defect-free at the time of transportation to the clients. 
Moreover, clients can easily make payments to us via different modes like cash and cheque, as 
per their convenience. Owing to the qualitative product line, on-schedule deliveries and 
efficient workforce, we have expanded our business and we export our products in all over the 
world including  USA, Europe, Australia.

COMPANY PROFILE OF SAJAN OVERSEAS PRIVATE LIMITED

Note: All products are available in  Technical, LR, AR and ACS Grade.

PRODUCT LIST
TUNGSTEN SALTS
ITEM CAS NO.
SODIUM TUNGSTATE HYDRATE 10213-10-1
TUNGSTIC ACID 7783-03-1
TUNGSTEN TRIOXIDE 1314-35-8
SILICO TUNGSTIC ACID HYDRATE 12027-43-9
PHOSPHO TUNGSTIC ACID HYDRATE 12501-23-4
AMMONIUM  PARA TUNGSTATE HYDRATE 11120-25-5
AMMONIUM   META TUNGSTATE 12333-11-8
SODIUM META TUNGSTATE 314075-43-9
TUNGSTEN DISULPHIDE 12138-09-9

MOLYBDENUM SALTS
ITEM CAS NO.
AMMONIUM HEPTA MOLYBDATE HYDRATE (AMMONIUM MOLYBDATE) 12027-67-7
SODIUM MOLYBDATE 10102-40-6
MOLYBDENUM TRIOXIDE 1313-27-5
MOLYBDIC ACID 7782-91-4
PHOSPHO MOLYBDIC ACID 12026-57-2
MOLYBDENUM DI SULPHIDE 1317-33-5
POTASSIUM MOLYBDATE 13446-49-6

PALLADIUM SALTS
ITEM CAS NO.
PALLADIUM NITRATE 10102-05-3
PALLADIUM CHLORIDE 7647-10-1

SELLENIUM SALTS
ITEM CAS NO.
SODIUM SELENITE 10102-18-8
SODIUM SELENATE 13410-01-0
SELENIUM DIOXIDE 7446-08-4
SELENIOUS ACID 7783-00-8

VANADIUM SALTS
ITEM CAS NO.
VANADYL SULPHATE 27774-13-6

BISMUTH SALTS
ITEM CAS NO.
BISMUTH OXIDE 1304-76-3
BISMUTH OXYCLORIDE 7787-59-9
BISMUTH CARBONATE PURE 5892-10-4



Note: All products are available in  Technical, LR, AR and ACS Grade.

Sodium  Tungstate Hydrate

MF : Na2WO4.2H2O
CAS NO. : 10213-10-2
ASSAY : 98 to 99.5 %
W : 54 to 55 %
WO3 : 68 to 70%

Status : Crystalline Powder
Color : White
Solubility : Water
pH : 8.0 to 10.0%
Water Insolubles : 0.002%
Loss On Drying : 11 to 15%

Certificate of Analysis

Analysis Result

Applications :
• Tungsten Compounds
• Reagent
• Fire proofing Fabrics
• Cellulose
• Alkaloid Precipitant
• As a catalyst for epoxidation
• Catalyst for ink, Catalyst for agro

Tungstic Acid

MF : H2WO4

CAS NO. : 7783-03-1
ASSAY : 98 to 99.5 %
W : 70 to 72%
WO3 : 87 to 90%

Status : Yellow Powder
Color : Yellow
Solubility : Insoluble
pH : 5 to 6%
Water Insolubles : 0.02%
Loss On Drying : N.A.

Certificate of Analysis

Analysis Result

Applications :
• Tungsten Metal & its Derivatives • Fire proofing fabrics
• Cellulose • Reagent for uric acid
• Alkaloids • Plasma Proteins
• Blood Sugar • Clinical Analysis of blood
• To form metal by reduction • Alloys Preparation
• X-ray screen  Tungsten preparation
• Yellow pigment in Ceramic

Tungsten Trioxide

MF : WO3

CAS NO. : 1314-35-8
ASSAY : 98 to 99.5 %
W : 72 to 75 %
WO3 : 89 to 92 %

Status : Crystalline Yellow / Green
Color : Intense Canary Yellow
Solubility : Insoluble
pH : 4 to 5%
Water Insolubles : 0.02 to 0.03%
Loss On Drying : N.A.

Certificate of Analysis

Analysis Result

Applications :
• Electrical Industry in Filaments
• Fire proofing fabrics
• To form metal by reduction
• Alloys Preparation
• X-ray screen  Tungsten preparation
• Yellow pigment in Ceramic

Silico Tungstic Acid Hydrate

MF : H6O41SiW12

CAS NO. : 12027-43-9
ASSAY : 99.2 to 99.8 %
W : 65 to 68 %
WO3 : 80 to 83%

Status : Crystalline Powder
Color : White to yellowish colored
Solubility : Water
pH : 4 to 5 %
Water Insolubles : 0.01 to 0.021 %
Loss On Drying : 15 to 18 %

Certificate of Analysis

Analysis Result

Applications :
• Catalyst
• Reacting Phenol With Phthalic Anhdride
• Trialkyl benzene
• Caprolactam
• Sulfur Compounds
• Phenolphtalein
• Cyclopentanol Glutaric Acid
• Acrolein and /or Acrylic Acid
• Crude oil hydrorefining Process
• Process for the dehydration of ethanol
• Catalyst Recovery Process
• Oxymethylene Polymers
• Process for Producing  aldehyde

• Process for producing bio-resourced polymer –grade acrylic 
acid

• Process for the manufacture of Nicotine- Comprising 
Chewing Gum

• Production of tertiary butyl alcohol
• Oxidation of P- xylene to terephthalaldehyde
• Method of Producing 2-Adamantanone
• Purification of 3- Hydroxypropionic Acid
• Carbonylation of Methanol
• Method for Preparing Sec – butyl acetate
• Process for preparing alkene
• Process for preparing electrochemical Catalysts

TUNGSTEN SALT

Note: All products are available in  Technical, LR, AR and ACS Grade.

Phospho Tungstic Acid Hydrate (Tungstonphoshoric Acid)

MF : H3[P(W3O10)4] · xH2O
CAS NO. : 12501-23-4
ASSAY : 98.5  to 99.5%
W : 70 to 71 %
WO3 : 86 to 89 %

Status : White or cream colored cyrstals or 
crystalline powder

Color : Slightly Yellow – Green Crystals
Solubility : Water
pH : 1.5 to 2.0 %
Water Insolubles : 0.01 to 0.02 %
Loss On Drying : 13 to 17 %

Certificate of Analysis

Analysis Result

Applications :
• To precipitate different types of dyes.
• Histology for staining specimens.

Ammonium Para Tungstate Hydrate

MF : (NH4)10H2(W2O7)6 · xH2O
CAS NO. : 11120-25-5
ASSAY : 98 to 99.5 %
W : 70 to 72 %
WO3 : 88 to 91 %

Status : Crystalline
Color : White
Solubility : Insoluble
pH : 6 to 7%
Water Insolubles : 0.02 to 003%
Loss On Drying : 11 to 13

Certificate of Analysis

Analysis Result

Applications :
• Tungsten Metal & its Derivatives • Fire proofing fabrics
• Cellulose • Reagent for uric acid
• Alkaloids • Plasma Proteins
• Blood Sugar, • Clinical Analysis of blood
• Textile plastics • To form metal by reduction
• X-ray screen  Tungsten preparation • Alloys Preparation
• Yellow pigment in Ceramic • Bulb

Ammonium Meta Tungstate Hydrate

MF : (NH4)6H2W12O40. x H2O
CAS NO. : 12333-11-8
ASSAY : 98 to 99.5%
W : 72 to 73 %
WO3 : 89 to 92 %

Status : White to Light Yellow
Color : Slightly Yellow – Green Crystals
Solubility : Water
pH : 4.0 to 5.0 %
Water Insolubles : 0.02%
Loss On Drying : N.A.

Certificate of Analysis

Analysis Result

Applications :
• Petrochemical Catalyst
• Raw Material of W-Base Catalyzer used in Oil Refinery.

Sodium  Meta Tungstate Hydrate

MF : 3Na2WO4 · 9WO3 · xH2O
CAS NO. : 314075-43-9
ASSAY : 98 to 99%
W : 70%
WO3 : 86 %

Status : Crystalline
Color : White-light pale yellow powder
Solubility : Water
pH : 3 to 4%
Water Insolubles : 0.028 to 0.03
Loss On Drying : N.A.

Certificate of Analysis

Analysis Result

Applications :
• Heavy Solutions
• Sink or Scrim Analysis.

Tugsten Disulphide  Powder

MF : WS2

CAS NO. : 12138-09-9
ASSAY : 96 to 99 %
W : 73 to 74%
SULFUR : 25 to 26%

Status : Crystalline Solid
Color : Silver Gray
Solubility : Insoluble
pH : 7 to 7.5%
Water Insolubles : 0.01 to 0.02 %
Loss On Drying : N.A. 

Certificate of Analysis

Analysis Result

Applications :
• Spraying • Coating
• Carbon Material • Super Rigidity Material
• Anweld Thread Material • All Sorts Of Grease
• Lubricating Oil • Friction Materials And Catalyses
• Lubricious Substance • Temperature Resistance
• Load Bearing Ability Of Coated Film Is Extremely High

TUNGSTEN SALT



Note: All products are available in  Technical, LR, AR and ACS Grade.

Ammonium Molybdate (Para / Hepta Molybdate)

Molybdenum Trioxide

Phospho Molybdic Acid

Sodium Molybdate

Molybdic Acid

MF : (NH4)6Mo4O24 • 4H2O
CAS NO. : 12054-85-2
ASSAY : 98 to 101%
Mo : 53.5 to 55 %
MoO3 : 80 to 82.5 %

MF : MoO3

CAS NO. : 1313-27-5
ASSAY : 99 to 100 %
Mo : 6 to 7 %
MoO3 : 99 to 100 %

MF : H3[P(Mo3O10)4]
CAS NO. : 12026-57-2
ASSAY : 98 to 99.5 %
Mo : 48 to 49 %
MoO3 : 75 to 77%

MF : Na2MoO4 • 2H2O
CAS NO. : 10102-40-6
ASSAY : 99 to 100 %
Mo : 39 to 39.7 %
MoO3 : 59 to 59.5 %

MF : H2MoO4

CAS NO. : 7782-91-4
ASSAY : 99 to 100%
Mo : 60 to 61%
MoO3 : 84 to 86%

Status : Crystalline Powder
Color : White
Solubility : Water Soluble
pH : 5.5 to 6.5%
Water Insolubles :0.05% Max.
Loss On Drying : NA
Phosphate : 0.005% Max.
Arsenate : 0.005% Max.
Lead : 0.005% Max.

Status : Yellowish to Grey Powder
Color : Yellowish
Solubility : Alkali Soluble
pH : 7.5 to 8.5 %
Alkali Insolubles: 0.02% Max.
Loss On Drying : NA
Phosphate : 0.005% Max.
Arsenate : 0.005% Max.
Lead : 0.005% Max.

Status : Powder or Crystalline
Color : Yellowish
Solubility : Water
pH : 5.0  to 8.5%
Water Insolubles :0.05% Max.
Loss On Drying : NA
Phosphate : 0.005% Max.
Arsenate : 0.005% Max.
Lead : 0.005% Max.

Status : Crystalline Powder
Color : White
Solubility : Water
pH : 7.5 to 9 %
Water Insolubles :0.05% Max.
Loss On Drying : 14.8 to 15.2 %

Status : White Powder
Color : White
Solubility : Alkali Soluble
pH : 4 to 5 %
Alkali Insolubles: 0.05% Max.
Loss On Drying : NA
Phosphate : 0.005% Max.
Arsenate : 0.005% Max.
Lead : 0.005% Max.

Applications :
Used as analytic reagent and catalyst  •  High Purity  •  Crystalline Powder

Applications : Reagent, Brightening agents, Catalysts in paint Industries, Dyes and Color, Fertilizer and Feed, 
Micro Nutrients, Pharmaceutical & bulk drug Industries

Applications :
To precipitate different types of dyes histology for staining specimens.

Applications : Pigments, Paints & Coating, Printing Inks, Cable Compounds, Catalysts & Fertilizers, Petrochemical 
& Oil Refining, Micronutrients & Mineral Feeds, Corrosion in Habitors & Watch Treatment, Aggro Chemicals, 
Lubricating Oils Greese

Applications :
Reagent in Paints  •  Pigments  •  Dyes  •  Colors

Certificate of Analysis

Certificate of Analysis

Certificate of Analysis

Certificate of Analysis

Certificate of Analysis

Analysis Result

Analysis Result

Analysis Result
Molybdenum Disulphide

MF : MoS2

CAS NO. : 1317-33-5
ASSAY : 98 to 99.5%
Mo : 60 to 62%

Status : Crystalline Powder
Color : Blue Silver Grey Colour
Solubility : Water
pH : -
Water Insolubles :0.05% Max.
Loss On Drying : NA
Phosphate : 0.005% Max.
Arsenate : 0.005% Max.
Lead : 0.005% Max.

Applications :
• Common dry lubricant
• Component of blends and composites that require low friction
• Co catalyst for desulfurization in petrochemistry
• As a lubricants include two-stroke engines
• Bicycle coaster brakes
• Automotive CV and universal joints, and even bullets

Certificate of Analysis Analysis Result

Analysis Result

Analysis Result

Potassium Molybdate

MF : K2MoO4

CAS NO. : 13446-49-6
ASSAY : 99 to 100 %
Mo : 54 to 55 %
MoO3 : 80 to 81 %

Status : Crystalline White Powder
Color : White
Solubility : Alkali Soluble
pH : 5 to 7%
Alkali Insolubles: 0.05% Max.
Loss On Drying : NA
Phosphate : 0.005% Max.
Arsenate : 0.005% Max.
Lead : 0.005% Max.

Applications :
Animal feed, Fertilise, Catalyst, Dyes

Certificate of Analysis Analysis Result

MOLYBDENUM SALT

Note: All products are available in  Technical, LR, AR and ACS Grade.

Palladium Chloride

MF : PdCI2

CAS NO. : 7647-10-1
ASSAY : 99% Min.
Pd : 59%

Status : Powder
Color : Brownish Red Powder

Applications :

Certificate of Analysis Analysis Result
Palladium Nitrate Hydrate

MF : Pd(NO3)2 • xH2O
CAS NO. : 207596-32-5
ASSAY : 99% Min.
Pd : 39.5 TO 40.5 %

Status : Crystal
Color : Dark Brown

Applications :
Catalyst for alkene nitration to glycol dinitrates •  Precursor to supported Pd Catalysts

Certificate of Analysis Analysis Result

SELENIUM SALT

Selenous Acid

MF : H2SeO3

CAS NO. : 7783-00-8
ASSAY : 98 to 99 %
Se : 70 %

Status : Crystalline
Color : Dull White
Solubility : Soluble in Water
pH : Acidic
Loss on Drying : 10%

Applications :
Catalyst for oxidation  •  Good anti-cancer agent  •  Selenium Salt  •  Photoconductive imaging

Certificate of Analysis Analysis Result

Selenium Dioxide

MF : SeO2

CAS NO. : 7446-08-4
ASSAY : 98% Min.
Se : 71 %

Status : Crystalline Powder
Color : White
Solubility : 10% Soluble Clear
pH : 2 to 4%
Water Insolubles : 0.02% Max.
Lead (Pb) : 0.005% Max.Applications :

As a colorant where it imparts red color to glass
Couteract blue color   •  Creating Colorless glass    •  Colorants, Paints, Inks & Pigments.

Certificate of Analysis Analysis Result
Sodium Selenate

MF : Na2SeO4

CAS NO. : 13410-01-0
ASSAY : 98% Min.
Se : 44 to 46 %

Status : Crystalline
Color : White or Grey
Solubility : Water Soluble
pH : 9 to 11 %
Water Insolubles : 0.02% Max.

Applications :
Glass Manufacturing Chemical  •  Pigments Metallurgy Electronics  •  Agriculture

Certificate of Analysis Analysis Result

Sodium Selenite

MF : Na2SeO3

CAS NO. : 10102-18-8
ASSAY : 98% Min.
Se : 44 to 46 %

Status : Crystalline Powder
Color : White to Off White
Solubility : Water Soluble
pH : 9 to 11 %
Water Insolubles : 0.02% Max.

Applications : Glass Manufacturing Chemical  •  Pigments Metallurgy Electronics  •  Agriculture  • Supplement for 
Poultry Industries

Certificate of Analysis Analysis Result

BISMUTH SALTS

Bismuth Carbonate Pure

MF : (BiO)2CO3

CAS NO. : 5892-10-4
ASSAY : 98 % Min.
Bi : 80 %

Status : Powder
Color : Off White Light Yellow

Applications :
Glass, Ceramic, Catalyst, Medicine

Certificate of Analysis Analysis Result

Bismuth Oxide (Pure)

MF : Bi2O3

CAS NO. : 1304-76-3
ASSAY : 98% Min.
Bi : 89 to 91 %

Status : Powder
Color : Yellow Powder
Chloride : 0.001% Max.
Sulphate : 0.001% Max.
Zn : 0.005% Max.

Applications :
Dental Materials    •   Hydraulic Silicate Cements 

Certificate of Analysis Analysis Result
Bismuth Oxychloride

MF : BiOCI
CAS NO. : 7787-59-9
ASSAY : 98 % Min.
Bi : 80 %

Status : Powder
Color : Off White Light Yellow

Applications :
Catalyst water treatment, Photo catalyst for oxidation, Pharmaceuticals, Fire & detection.

Certificate of Analysis Analysis Result

VANADYL SALT
Vanadyl Sulfate

MF : VOSO4 • 2H2O
CAS NO. : 27774-13-6
ASSAY : 96 % Min.
V : 20%

Status : Crystalline Powder
Color : Blue Colored
Solubility : Clear
pH : 2 to 3%
Water Insolubles : 0.05% Max.

Applications :
• As catalyst in the oxidation of SO2 to SO3
• In the syntheses of phthalic and maleic anhydrides
• Manufacturing  of polyamides (nylon)
• Sugar to oxalic acid, and anthracene to anthraquinone.
• Manufacturing of yellow glass; inhibiting UV light transmission in glass;
• As mordant in dyeing and printing fabrics

Certificate of Analysis Analysis Result

PALLADIUM SALT
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